
Recycling wastewater to treat wastewater

 Wastewater Pre-Treatment & Cleaning System
Lift Stations, Storm Water Vaults, Clarifiers, and Scum Pits:

The all new EP-1100 Series is a mechanical system for lift 
stations, storm water vaults, clarifiers and scum pits, keeping 
them free of FOG and biological build-up. The system oper-
ates by recycling a fractional amount of discharged flow back 
into the well.  The result is a self-sustaining, “green”
solution that enhances aerobic activity, pre-treating waste-
water and automating well structure cleaning.
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The EP-1100 Lowers Operating Costs of Lift Stations Designed for the Wastewater Environment
The EP-1100 system automates lift station cleaning. This 
virtually eliminates the need for vactor trucks or manual clean-
out. Users realize immediate and ongoing savings taking 
pressure off budgets, as well as conserving labor for more 
productive tasks.

The EP-1100 has a revolutionary design that uses 
low-mass, corrosion-resistant, high strength materi-
als to assure consistent and durable operation. 

EP-1100 rotary head has a 
sealed bearing made of 316 
stainless steel for durable, 
long-lasting operation. 

Adjustable angle deflec-
tor controls the rate of 
rotation and broadcasts 
exiting wastewater.

EP-1100 systems pre-treat wastewater through an ongoing 
process of surface agitation. This prevents FOG and biofilm 
build-up and increases dissolved oxygen.  Even more,  
effluent quality becomes consistent and predictable when 
exiting from the well.
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Four Beneficial Actions of the EP-1100 Series

PMS 320 Aqua PMS 661 Blue BlackPMS 362 Green
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The solution is specifically engineered to 
naturally remove the formation of fats, 
oils and greases from wet wells. It is safe 
and easy to apply; injected through our 
patented Automatic Wet Well Washing 
system. It is NOT an enzyme, biological 
treatment or perfume/masking agent. 
As well, BOD loading is significantly 
reduced. These benefits equate to more 
efficient collections system; Vactor trucks 
and manual scraping can be eliminated 
which saves manpower and money.

Dedicated Pump
System

Recycling action is 
independent of
the discharge main 
using “dedicated”
grinder pump with
control panel and
timer.

Tapped
Connection

A single or
dual tap of
discharge
main recycles
a fraction
of effluent.
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